AATON
CAMERAS

LTR. A6 mm camera.
Instructionnr Mamvall

April 19g4 . n® a4 .013.0Afo1

AATON CINEMATOGRAPHIE
2, RUE DE LA PAIX _ BP 104
38001 GRENOBLE Cedex . FRANCE

TELEPHONE (76) 42.64.09 Ta,bl& %Cébym

The Lens « v v ¢« ¢« ¢« ¢« o« . . 1
Super 16 . . . . . . . . .. 2
Viewing . . . . + o . o . . 3
Viewfinder . . . . . . . . 3
Viewing Screen . . . . . . 6
Mirror . . . ¢« & v 4 o .« . 7
Power . . . . ¢ ¢ o o o s 7
Batteries . . . . . . . . 8
Battery charger . . . . . 8
PBX battery / video holder 9
Speed control . . . . . .. 10
Atelen . . . . . . . . .. 12
Magazine . . . . . . . . . . 13
Feed . . « « o« ¢ & o o« « & 13
Take-up . « =« = = ¢ &« « & 15

Option L: Exposuremeter. . . 16
Option T: Clear Time . . . . 20
Option R: Video Relay . . . 21
Cleaning . . . . . « « . . . 25
Cold Weather Tips . . . . . 27
Transport . . . . .. w « - 28




The Lens

The lens holder of the Adton camera is mounted
directly onto the central chassis which carries
the aperture plate. The flange focal distance
of the Aiton is thus very stable and precise :
40 mm. The absolute accuracy of this tolerance
is the most important factor contributing to
image sharpness -- a strong point in the Adton.
Don't impair this feature with a poorly aligned
lens or a mount which isn't perfectly clean.

When selecting a lens, or having it modified
with an adaptor (Arri-, Eclair-, Nikon- to
Aiton), be sure to obtain a flange focal
distance of 40 mm } 5 microns.

(A theoretical explanation of flange focal
distance, as well as instructions for
measurement, are contained in the technician's
maintenance manual).

It is highly recommended to leave Adton
adaptors on lenses already fitted with other
mounts (Arri, Nikon, etc.) ; even better is to
remove the 'foreign' mount, and have an
original Aiton lens mount fitted onto the
neutral lens (e.g. Angenieux 9.5 - 57 mm or

10 - 150 mm, using parts numbered 101867 and
40733 (9.5 - 57), and 101867 and 40731

(10 - 150).

Given the volume inside the camera body of a
C-mount lens, this type of mount is
incompatible with éxposuremeter fitted Adtons
-— the photocells are placed in the C-mount
area. For use on an exposuremeter fitted camera,
a C-mount lens should have the mount removed

and replaced with an original eﬁton mount.

Installationn o the Camera_

Turn the locking ring counter-clockwise as far
as it can go, leaving room to insert the lens
mount into the lens holder, with the three
protruding lugs on the lens mount (or adaptor)
corresponding to the slots in the locking ring.
Tighten the locking ring by turning it
clockwise. The lens is now in position.
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